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GENWAL COAL FIRE PREVENTION PI,AN

Genwa l  w i l l  be  cu r ren t l y  f am i l i a r  w i th  any  pa r t i a l  o r  f u l l
"F i . re  Closure Order"  issued or  proc la imed by the BLl , t  State
D i rec to r ,  S ta te  F i re  Warden  o r  BLM D is t r i c t  Manager  wh ich
covers the area where the r r rork  is  located and wi l l  cor i rp ly
w i th  such  o rde r .

Genwal  wi l l  obta in a burn ing permi t  issued by the us Forest
Serv i ce  be fo re  se t t i ng  any  open  f i r e .

A  t ra ined ,  equ ipped  f i r e  gua rd  sha l l  be  on  du ty  a t
du r i ng  bu rn ing -  ope ra t f ons ,  i nc l ud ing  pe r i ods
regu la r  c re l r r s  a re  no t  ava i l ab le .
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The f i re  guards shal l  be equipped wi th  a long handled,  round
po in ted  shove l ,  d l t  axe  o r  Pu lask i  t oo l  and  e i t he r  a  f i l l ed
f , i ve  ga l l on  wa te r  backpack  w i th  pump and  nozzLe  o r  a  d ry
chemica l  f i r e  ex t i ngu ishe r  no t  l ess  than  f i ve  pound  capac i r y
by  we igh t .

A  t ra ined  equ ipped  f i r e  gua rd  sha l l  be  on  du ty  a t  each  l oca -
t i on  where  b las t i ng  i s  done .  He  sha l l  r ema in  on  du ty  nea r
the  s i t e  f o r  a t  l eas t  one  hou r  a f te r  t he  b las t i ng  has  been
comp le ted .

Each  p i ece  o f  n ro to r i zed  equ ipmen t  used  by  Genwa l  . on  Lhe
pro jec t  sha l l  be  equ ipped  w i th  a  l ong  handLed ,  round  po in ted
shove l ,  t l n  axe  o r  pu lask i  t oo l  and  a  d ry  chemica l  f  i r . e  ex -
t i ngu i she r  no t  l ess  t han  f i ve  pound  capac i t y  by  we igh t .
These  too l s  sha l I  be  rna in ta ined  i n  se rv i ceab le  cond i t i on  and
so  p laced  tha t  t hey  a re  read i l y  ob ta inab le  a t  a l l  t imes .

Each  power  sa \d  ope ra to r  emp loyed  by  Genwa l  sha1 l  have  a
chem ica l  f i r e  ex t i ngu i she r  o f  no t  l ess  t han  e i gh t  ounce
capac i t y  by  we igh t  and  a  l ong  hand led ,  round  po in ted  shove l
when operat ing a power sa 'd.  This  equipraent  shal l  be main-
ta ined  i n  good  ope ra t i ng  cond i t i on  a t  a l l  t imes .

A I l  i n t e rna l  combus t i on  eng ine  powered  equ ipmen t  used  by
Genwa l  on  the  p ro jec t ,  excep t  t hose  equ ipped  w i th  a  s tandard
nu f f l e r ,  gha l l  be  equ ipped  w i th  spa rk  a r res to rs .  They  w i l l
be  na in ta ined  i n  sa r i s fac to ry  work ing  cond i t i on .  Spark  a r -
res to rs  w i l l  no t  be  i ns ta l l ed  on  eng ines  equ ipped  rd i t h  ex -
haus t  powered  t u rbo -cha rge rs .  Au tonob i l es ,  t r ucks r  pow€ t r
sah rs ,  e t c .  sha l l  be  equ ipped  w i t h  s tanda rd  rnu f  f  l e r s  ma in -
ta ined  i n  good  cond i t i on .

Gaso I i ne ,  o i l ,  g rease  o r  o the r  h i gh l y  f l anmgb le  na te r i a l
sha l l  be  s to red  on  a  s i t e  whe re  a t l  f l a r : rmab le  deb r i , s  has
been  c l ea red  av ray  w i t h i n  a  r ad ius  o f  23  f ee t .  A  su i t ab le
shove l  and  a  f i r e  ex t i nqu i she r  o f  no t  l ess  t han  2  qua r t
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capaci ty  of  a  type approved by_ the Underwr i ters  Laboratory
fo r  gaso l i ne  and -o i t  i i r es  sha l l  be  p l aced  a t  each  g rease
and  f ue l  s t o rage  s i t e .  Mob i I e  se rv i c i ng  un i t s  sha l l  be
equipped wi th  a f i re  ext inguisher  of  not  less than 2 quar t
capaci ty  of  a  type approved by Underwr i ters  Laboratory for
gaso l i ne  and  o i l  f i r es .

Brush and debr is  shal l  be burned accord ing to  the burn p lan
dev i sed  by  t he  US  Fo resg  Se rv i ce  f o r  Genwa l ' s  r oad
cons t ruc t i on .
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